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Technical focus

- R37 gas is more environmentally friendly than R410A

- Econavi sensor: Even higher efficiency and great comfort

- nanoe™ air purifying system, 99% effective to certain airborne and
adhesives moul, viruses, bacteria and pollen allergen

- Aerowings to control air draft direction

- Mild Dry Cooling: prevent a rapid decrease in room humidity

- Super Quiet! Only 19dB(A), equivalent to night-time in the countryside

- More powerful airflow to quickly reach the desired temperature

- Wired control (Optional)

- Smartphone control (Optional)

Etherea with enhanced Econavi sensor and nanoe™ air-purifying
system

Econavi features an in-built human activity sensor and a sunlight
detection technology to adjust output thereby giving you the best comfort
at anytime whilst saving energy. Econavi not only optimizes air flow
orientation and volume according to human presence, it also reduces
cooling power automatically by no/less sunshine. With Econavi, additional
energy savings can be reached up to 38%, whilst increasing your comfort.
Furthermore, the nanoe™ revolutionary air-purifying system utilises nano
technology fine particles to remove and deactivate 99% of certain
airborne and adhesive micro-organisms like bacteria, viruses and mould.
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Cooling capacity  Nominal (Min-Max] kW

2,05(0,75-2,40)

2,5010,85-3,20]

3,50(0,85-4,00]

_ 4.20(0,85-5,00)

5.00(0,98-6,00)

7,10(0,98-8,50)

EERY Nominal (Min-Max] W/W 456(3,13-4,32)A  4,81(3,54-4,05])A 4,22(3,54-3,81]A 3,39(3,27-3,18]A  3,55(3,50-3,08]A  3,27(2,33-2,93]A
SEER®. .. . . _ww. 75€@m  s50€m 8,50 €1 s90€8 2 7%@m @ s50€@m
Pdesign (cooling) kW 2 25 35 4,2 5,0 1.1
Input power cooling Nominal (Min-Max] kW 0,45(0,24-0,56)  0,52(0,24-0,79)  0,83(0,24-1,05]  1,24(0,26-1,57] 1,41(0,28-1,95) 2,17(0,42-2,90)
Annual energy consumption * kWh/a 98 103 o 144 213 222 382
Heating capacity  Nominal (Min-Max] kW ~2.80(0,70-4,00]  3,40(0,80-5,00]  4,00(0,80-580]  530(0,80-6,801  580(0,98-8,000  8,60(0,98-10,20)
Heating capacity at -7°C kW 2,38 295 340 4,11 4,80 6,31
CORY . Nominal (Min-Max] W/W_ 452(3,89-4,041A 479(444-3,971A 4A44[444-38TIA 3,68(4,21-351JA 4,03(2,88-3,16]A  3,66(2,45-3,46]A
scop? W/W 4,704 5,10€2m 5,108 4,00@ 4,70 €1 4,20@8
Pdesign at -10°C kW 2,1 2 - 33 .- 38 k2 55 :
Input power heating Nominal (Min-Max] kW 0,62(0,18-0,99] 0,71(0,18-1,26) 0,90(0,18-1,50) 1,4410,19-1,94) 1,4410,34-2,53) 2,35(0,40-2,95)
Annual energy consumption ¥ ~ kWh/a = 626 741 e ge - - 15T 1833
Indoor unit Silver CS-XZ20TKEW CS-XZ25TKEW CS-XZ35TKEW - CS-XZ50TKEW —_
Indoor unit Pure White Matt B ~ CS-Z20TKEW CS-Z25TKEW CS-Z35TKEW CS-Z42TKEW  CS-ZS50TKEW  CS-Z71TKEW
Power source v 20 20 230 230 230 230
Recommended fuse - A 16 16 16 o 16 16 20
Connection indoor / outdoor mm? 4x1,5 4x1,5 4x1,5 4x15 4x25 4x2,5
Air volume ~Cool/Heat ~ m¥min 9.9/10,8 10,0/11,5 -~ 10,7/124 11,2/12,3 19,2/213 19.8/21,5
Moisture removal volume L/h 13 15 2,0 24 o 28 4,1
Sound pressre 4 Cool (Hi/Lo/Q-Lo) dBIA]  37/24/19 39/25/19  42/28/19 _ 43/31/25 44/37/30  47/38/30
C P T " Heat(Hi/Llo/Q-Lo) dB(A)  38/25/19 41/27/19 43/33/19 43/35/29 44/37/30 _ 47/38/30
Dimension HxWxD . mm_ _295x919x194  295x919x194  295x919x194  295x919x194  302x1120x236 302x1120x236
Net weight kg 9 R | 10 10 13
Outdoor unit - ~ CU-Z20TKE CU-Z25TKE =~ CU-Z35TKE CU-Z42TKE CU-Z7T1TKE
Airvolume ~ Cool/Heat ~ m¥min 26,9/26,9 28,7/28,7 34,4/35,6 33,3/33,7 39,7/38,6  44,7/458
Sound pressure ¥ Cool / Heat (Hil  dB(A] 45/46  46/47 . 48/50  49/51  47/47 52/54
Dimension ® HxWxD mm 542x780x289 542x780x289  619x824x299  619x824x299 695x875x320  695x875x320
Net weight e kg o 30 31 34 32 42 49
Piping connections LI9Udpipe _Inch (mm) __1/4635] _ 1/4(635) 14635 1638 1/6635) 1/4(6,35)
. Gas pipe Inch(mm] ~ 3/8(9,52) 3/8(9,52) 13/8(9,52) 1/2(12,700  1/2(12,700)  5/8(15,88]

Pipe length range m _3-15 __3-15 3-15 N 3-~15 ~3-20 3-30
Elevation difference (in/out] ¢ m 15 15 15 - 15 15 20
Pipe length for additional gas m 75 7,5 __ 95 1.5 7,5 10
Additional gas amount ) g/m 10 10 R L . L 15 25
Refrigerant(R32) ~ kg/TCO, Eq. 0,76/0,513 0,85/0,574 0,91/0,614 0,87/0587  1,11/0,749 1,37/0,925
Overating range  Co0LMin~Max_°C -10-+43 -10-+63 -10-+43 -10-443 -10-+43 S10-43

peratingrang®  Heat Min-Max  °C -15-+24  -15-424  -15-+24 -15-424 -15-+24 15-426
Accessories o - Accessories o .
CZ-TACG1 ~ NEW Panasonic Wifi kit for internet control n CZ-RD514C __Wired remote controller for wall mounted
CZ-CAPRAT RAC interface adapter for integration into P Link

1) EER and COP calculation is based in accordance to EN14511. 2) Energy Label Scale from A+++ to D. 3) The annual energy consumption is calculated in accordance to EU/626/2011. 4) The sound pressure of the units shows the value measured of a position 1m in front
of the main body and 0,8m below the unit. The sound pressure is measured in accordance with Eurovent 6/C/006-97 specification. 0-Lo: Quiet mode. Lo: The lowest fan speed. 5] Add 70mm for piping port. 6] When installing the outdoor unit at a higher position than the

indoor unit. * Tentative data.

the prestigious IF Design Award 2017.

Rating Conditions: Costing Indoor 27°C DB / 19°C WB. Cooling Dutdoor 35°C B / 24°C WB. Heating Indoor 20°C UB. Heating Outdoor 7°C 0B / 6°C WB. (0B: Dry Bulb; WB: Wet Bulb]
Specifications subject to change without notice. For detailed information sbout £rP / Energy Labelling, please visit pur websites www.aircon.panasanic.eu or www.ptc.panasonic.cu.
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