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*Not all functions available with all remote control options

Intdoor Unit

Ceiling Cassette -4way-

Draft Prevention Panel (opion) Motion Sensor (©oion)

Draft Prevention Panel prevents cold/hot draft being blown directly on the Motion sensor is equipped in the e
user.lt is possible to set Draft Prevention Panel for each air outiet. corner of the panel and detects the Motion '
| presence/absence and activity of r
humans in a room to improve the a ’
‘ comfort and energy saving =
| performance of the unit. . j

User can position panels by using the remote controller only (RC-EX3A, ‘ LB-T-5W-E
RCN-T-5AW-E2) when Draft Prevention Panel is available. |

Individual Flap Control System

According to room conditions, four directions of air flow can be controlled individually
by utilizing the flap control system. Individual flap control is available even after
installation.
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Flap can swing within an upper wus o e
and lower flap range position = —p - \

within can be selected with a

wired remote control. o ® .tl é“ ¢ ‘ .ﬁ ®
= i 1 : F
x*The wireless remote control is F q

not applicable to the Individual For person who is far For both persons who are Can cool both the kitchen
lower position flap control system. from the indoor unit feeling hot or cold and the guests
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Quieter Noise

New technology has realised quiet noise (in cooling) with keeping capacity and comfort.
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Panel Select Pattern
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Standard Panel
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Draft Prevention Panel
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Corner panel with
motion sensor

Installation position of Wireless kit and Motion sensor kit

®

Corner panel with
wireless receiver

8 patterns of panel are available.
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Standard Panel only

Standard Panel with
corner panel with motion sensor

Standard Panel with
corner panel with wireless receiver

Standard Panel with

corner panel with motion sensor &
corner panel with wireless receiver

Draft Prevention Panel only

-~ Draft Prevention Panel with

Suitable for High ceilings

The Powerful blowout of ultra high tap carry
comfortable air flow to foot even in high
ceiling. It is ideal for high ceiling offices and
stores, etc., with a wide, uniform air flow
throughout the room.
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850mm Drain Pump

Drain can be discharged upwards by
850mm from the ceiling surface. It allows a
piping layout with a high degree of freedom.
Depending on the installation location and
185mm flexible hose as a standard
equipment supports easy workability.

~~ corner panel with motion sensor -
@+® Draft ﬁrevemion Panel with
“T corner panel with wireless receiver :
Draft P tion P 1 with 700 ¢ Up to
raft Prevention Panel witl .
(@+(5) corner panel with motion sensor & mm. 850mm
= corner par}el w?th wirefess receivej Flexible hose
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OUTDOOR UNIT
B Hyperiiarir
SRC - FDC » 40~60ZSX-W1 71VNX-W -
& 40~60ZSX-S 71VNX 100~140VN(S)X
model c
Chargeless 15m 30m
Height x Width x Depth (mm) 640 x 800(+71)x 290 | 750 x 880(+88) x 340 1 1,300 x 970 x 370
— Micro Inverter Standard Inverter
FDC £ [100~140VN(S)A-W ~ E 71VNP-W 90-100VNP-W -
£5 | 100~140VN(S)A 200VSA 250VSA 71VNP 90VNP1 100VNP
model e 2 e . % | a &
Chargeless 30m 15m

Helght x Width x Depth (mm)

845 x 970 x 370 ; 1,300x 970x 370 | 1,505 x 970 x 370

640 x 800(+71) x 290 l 750 x 880(+88) x 340 ‘ 845 x 970 x 370
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